Overview

Based on the VIA GMC chipsct, the 486-VIP-10r mainboard
combines an ISAVL-bas platform with the advanced PCI local
bus. The VESA local bus which allows the systém 10 run
synchronously with the CPU and the PCI local bus which
improves the performance of disk 10 dramatically speeds up
graphics performance. This motherboard design delivers unsur-
passed flexibility thar suppons SMM (System Management
Mode) CPUs, multi-master operations and provides built-in
power management features ideal for Green PCs. The optional
enhanced 1DE support allows the installation of four host inter-
face devices incleding CN-ROM drives. )

The board's specially equipped chipset, VIA WT32C505, is a
bus bridge that extends the ISA/VL-bus 1o a complete
PCUISA/VL system by fully integraling system management
interface, power management unil, keyboard controller with
PS2 mouse interface, clock stop mechanism and write-back
level-one cache support. In addition. it meets PCI2.0 specifica-
tion for proper arbitration between PCI masters and trgnsaction
between PCI masters and shaves. This chapter gives you a brief
overview of this mainboard. providing basic information on its
Major parts and components.

Specifications

The 486-V1P-10 mainboard comes with the following features:

W Supports Intel 804865 X/DX/Intel DX 2™ /IntelDXAT/486
SL-Enhanced/Cyrix Cx4865/DX™ microprocessor in a
PGA package. )

W VIA VTB2C486A-F PC/AT chipset includes built-in 8042
keyboard controller.

| VIA VT82C505-D chipser for VESA 1o PCI bridge.
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