Memory Subsystem

3-3

ToTAL | SiMM: "‘??QStMM: SIMM3 | SIMM4
 MEMORY ANK | ANK1 | BANK2 | BANK3
(72-PIN) (7z.pm) (72PIN) | (72-PIN)
17MB 16MB 1MB
18MB 16MB 1MB 1MB
19MB 16MB 1MB 1MB 1MB
20MB 16MB 4MB
21MB 16MB 4MB 1MB
22MB 16MB 4MB 1MB 1MB
24MB 16MB 4AMB 4MB
28MB 16MB 4MB 4MB 4MB
i 16MB 16MB
32MB *
33MB 16MB 16MB 1MB
34MB 16MB 16MB 1MB 1MB
36MB 16MB 16MB 4MB
40MB 16MB 16MB 4MB 4MB
: 16MB 16MB 16MB
48MB 16MB 32MB *
16MB 32MB *
16MB 16MB 16MB 16MB
64MB 16MB 32MB * 16MB
32MB * 32MB *

* Double-RAS SIMM

Table 3-1. DRAM Configurations

NOTE : Only Bank 2 (SIMM 3) and Bank 3 (SIMM 4) supports
Double-RAS SIMM. |

1. Locate the SIMM banks on the mainboard. Determine
your desired configuration to be installed.
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